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MP 26.16 TO MP 29.52 PASEQ DEL VOLCAN RIO RANCHO, NM 
REVEGETATION/EROSION CONTROL PLAN IhiliWi:'-"'"'"'KRI ONE COMPANY 

Al.~U<lUERoue.NM ~1no • 
~iJgg;~~~" . iflany Soluftons 

ENGINE:.ERI~GINC. 

A. ERDD1BLE SIJRF"ACE AREA 

ALL REQUIREMENTS OUTLINED IN THE FEDERAL ENVIRONMENTAL PROTECTION AGENCY (EPA) WI!.QNAJ" POI I UTANT ~ ~ .s:tSIf.M (NPO-ES) AND THE NEW MEXICO CLEAN WATER ACT SHALL BE STRICTLY ADHERED TO DURING THE COURSE OF' CONSTRUCTING THIS PROJECT. EXPOSED AREAS OF 
D1STURBANCE SHALL BE KEPT TO A MINIMUM TO PERF"ORM PROJECT CONSTRUCTION AND SHALL BE PROTECTED By THE APPLICATION OF" TEMPORARY SOIL STA81LANT AS ST~TED BELOW AND ANY OTHER SEDIMENT CONTROL DEVICES REQUIRED UNTIL PERMANENT MEASURES ARE APPLIED. 

B. TEMPORARY SOli STABILANT 

TEMPORARY SOIL STABllANT SHALL BE APPLIED TO ALL EXPOSED SOIL AREAS WHICH ARE NOT BEING ACTIVELY WORKED. A HYDROSEEDER SHALL BE KEPT READILY AVAILABLE TO THE PROJECT SITE TO PERFORM THIS WORK. THE SOIL STABILIZING SUBSTANCE SHALL BE A POLYMERIC EMULSION CONSISTING OF" AT LEAST 
46% SOLIDS BY WEIGHT, AND AT LEAST 90% BY WEIGHT OF THESE SOLIDS ·SHAlL BE AcRYLIC. INGREDIENTS SHALL BE J.S FOLLOWS: SOIL PENETRANT. (SODIUM SILICATES @ 3.5% MIN. OF TOTAL WEIGHT), COALESCING AGENT (POLY ETHDXYLA1ED ETHANOL @ 1% MIN. OF TOTAL WEIGHT), ACRYLIC COPOLYMERS 
(METHACRYLATES AND ACRYLATES @ 40% OF TOTAL WEIGHT). THE SUBSTANCE SHALL CONTAIN AN ANTI FOAMING AGENT AND A COLOR ADDITIVE TO ASSIST. THE APPLICATOR IN UNIFORM APPLICATION OF THE PRODUCT AND WILL DISAPPEA~ FROM THE SURFACE WITHIN 36 HOURS. THIS SUBSTANCE SHALL BE SIMILAR TO 
SOIL SEAL BY SOIL STABILIZATION PRODUCTS OR APPROVED EQUAL. ALL MANUFACTURER'S INSTRUCTIONS REGARDING THE PRODUCT INCLUDING APPLICATIO.t'L~ATES SHALL 8E FOLLOWED. EXPOSED SOIL AREAS SHALL BE TREATED WITH TEMPORARY SOIL STABILA~T AS OFTEN AS NEEDED TO CONTROL EROSION. 

C. PERMANENT MEASURES I 
. I 

PRIOR TO COMMENCING THE SEEDING npERNION THE PRO,JEeT MANAGER I ANpseAPE ARCHITECT AND SEEDING CONTRACTOR'S REPRESENTATIVE SHA! L REV!EW AREAS TO BE TREATED TO DETERMINE THE APPROPRIATE cj ASS OF SEEPING AND TO INSURE THAT SlOpES HAVE BEEN CONSTRUCTED PROPERI y. SEEDING 
EQUIPMENT SHAI I AI SO BE INSPECTED pURING THIS pERIOD TO INSURE PROpER OPERATION ANY WORK DONE PRIOR TO THIS INSPECTION SHAL L . "I 

~ 

ALL AREAS TO BE SEEDED SHALL 8E AS DIRECTED BY THE PROJECT MANAGER AND/OR THE LANDSCAPE ARCHITECT. AREAS 4:1 OR FlATTER SHALL BE TREA1ED WlTH CLASS "A" SEEDING; .SLOPES STEEPER THAN 4:1 SHALL BE TREATED ~ITH CLASS "0" SEEDING AND SHAll INCLUDE HAND RAKING OR CHAIN HARROWING 
TO COVER SEED TO A DEPTH OF" 1/4~ TO 1/2". HAY MULCH FOR CLASS 'tAo SHALL BE BARLEY STRAW AT THE RATE OF 1.5 TONS PER ACRE. SEEDING SPECIFICATIONS ARE AS FOUND Itl-l NMDOT ·200B STANDARD SPECIF,ICATI9NS FOR BRIDGE AND HIGHWAY CONSTRUCTION SECTION 632. 

M! II CH SHAll BE APPI lED AS SOON AS POSS!8! E AFTER THE SEED AND FERTILIZER ARE APPLIED. ALL SEEDED AREAS SHAI L BE MULCHED THE SAME DAY THEY ARE SEEDED. ANY SEEDm AREAS NOT MUI CHfI') . THE S~~E DAY SHALL BE REJECTED AI'JO RESEEDED AND NO EXTRA PAYMENT SHAI I Be. MA~ 
MULCH fOR CLASS "A" SEEDING SHALL B£ MECHANICALLY ANCHORED AND THEN TACKED USING THE SAME MATERIAL AS THE TEMPORARY SOIL STABILANi.~EXCEPT THAT IT IS APPLlEO AS AN OVERSPRAY AFTER FERTILIZER, SEED AND MULCH ARE IN PLACE. "JACK _SHALL~BE--APP-UED_AT_A_SUF.F1CIENT.._RATE_SO .. As_m __ .. 
PREVENT MULCH FROM MOVING DUE TO WINDS OR TURBULENCE CREATED BY TRAFFIC ON THE ROADWAY. AREAS WHERE MULCH FAILS TO ADHERE SHALL Be" REMULCHED AND TACKED AND NO EXTRA PAYMENT SHALL BE MADE THEREFOR. SOIL RETENTION BLANKET USED FOR CLASS HD" SEEDING SHALL BE,PPS SUPER 
DUlY, AMERICAN EXCELSIOR HIGH VELOCI1Y, NORTH AMERICAN GREEN 5_150 OR APPROVED EOUAl. ANCHORING SHALL BE 8Y THE USE OF 8"x l"x 8"··U" SHAPED STEEL STAPLES O~ .091 Ml~IMUM blAMF..IER AND SPACED AS RECOMMENDED BY THE MANUFACTURER. BLANKETS SHALL BE LAID FROM TOP TO BOTTOM 
ON THE SLOPE WITH SEAMS RUNNING VERTICALLY AND LAPPED AS PER MANUFACTURER'S RECOMMENDATION. BLANKET NmlNG SHALL BE BIODEGRADABLE. . 

CONTRACTORS' CAMPSITES. STOCKPILE AREAS AND ANY OTHER NONOESIGNATED HAUL ROAD OR DISTURBED AREA SHALL BE TREA1£D WITH CLASS "A" SEED!~.G AND NO MEASUREMENT OR PAYMENT WILL 8E MADE THE.REFOR .. 

PRIOR TO PERFORMING SEEDING OPERATIONS ALL WEED SPECIES WHICH MAY HAVE GROWN IN AREAS TO BE SEEDED AND WILL INTERFERE WITH THE SEED ~ND MULCH MAKING CONTAct WITH THE SOIL SHALL BE REMOVED . 

.. ~ 
(CERTIFIED SEED OF NAMED VARIETIES ARE REOUIRED IF AVAILABLE) 

~ 
Agropyron smithii (WESTERN WHEATGRASS) 
Andropogon scoporium (LITTLE BlUESTEM) 
Bothriochloo ischoemum (YELLOW BlUESTEM) 
Bou!elouo grocilis (BLUE GRAMA) 
Boulelouo curtipendu!a (SIDECATS GRAMA) 
Eragrostis trichodes (SAND LOVEGRASS) 
Setoria luecoplla (PLAINS BRISTLEGRASS) 
Fol!ugia porodoxa(APACHE PLUME) 
Sporobolus oiroides (ALKALI SACATON) 
Linum lewisii (BLUE FLAX) 
Eschschalzia colifomico (CALIFORNIA POPPY) 
Goi11ordio oristoto (FlREWHEEL) 
Achilleo millefolium (WHITE YARROW) 
Penstemon palmeri (PALMER PENSTEMON) 

~ 
BARTON OR ARRIBA 

PASTURA 
GANADA 

HACHITA OR LOVINGTON 
VAUGHN OR NINER 

N.M. REGION 
N.M. REGION 

NEW MEXICO REGION 
N.M. REGION 

ANY 

ANY 
ANY 

ANY 

t BS SEED/ACRE 
3.0 
1.0 
1.0 
2.0 
2.0 
1.0 
1.0 
1.0 
1.0 
0.5 
0.5 
0.5 
0.5 
Ql; 

TOTAL 15.5 

'" 

ON-SITE SEED SAMPliNG & TESTING MAY 8E DONE AT THE DISCRETION OF THE NMDOT. ALL SEED CERTIFICATES FROM SEED SUPPLIER MUST BE PROVIDED TO PROJECT MANAGER BEFORE SEEDING COMMENCES. 

SEEDING OATES 

-tAo PERIOD A TO B = MAY 1 THROUGH MAY 31 
B. PERIOD B TO E = JUNE 1 THROUGH AUGUST 31 
C. PERIOD C TO D "" NONE 

>0. PERIOD E TO A = SEPTEMBER 1 THROUGH APRIL 30 

~WATER FOR PERIOD A TO B SHALL BE APPLIED ACCORDING TO SECTION 632.39 OF THE STANDARD SPEC1F1CATIONS AT THE FOLLOWING RATES AND SHALL BE CONTINUED UNTIL JUNE 14: 

FlRST TWO WEEKS _ FOUR APPLICATIONS OF ONE INCH EACH, TIMED THREE DAYS APART. SUBSEQUENT WEEKS _ ONE INCH PER WEEK 

WATERING DURING THIS PERIOD SHALL BE CONSIDERED INCIDENTAL TO THE SEEDING ITEM AND NO MEASUREMENT OR PAYMENT SHALL BE MADE THEREFOR., 

>DURING THIS PERIOD, DISTURBED AREAS SHALL BE DISCED AND MULCH APPLIED AS IN ClASS ~A" SEEDING AND NO SEED OR FERTILIZE SHALL BE APPLIED. THIS WORK SHALL BE PAID AT 65% OF THE CLASS "A" SEEDING UNIT BID PRICE. THE FOLLOWING 
SEEDING SEASON ClASS "E" SEEDING (WEED REMOVAl, IF NEEDED, OVER SEEDING AND FERTILIZER APPLICATION) SHALL BE PERFORMED AND THE REMAINING 35r. OF THE CLASS "A" UNIT BID PRICE SHALL BE PAID. IF THE PROJECT IS CLOSED OUT, IT SHALL 
BE THE RESPONSIBIliTY OF THE PROJECT MANAGER TO ADVISE THE CONSTRUCTION BUREAU OF THE NEED TO INITIATE A PROJECT TO PERFORM PERMANENT SEEDING THE NEXT SEEDING SEASON. • 

..• ~~.Y J:'.~.QE'9SED CHANGES OR ~ODlFICATIONS TO THIS PLAN SHALL BE DISCUSSED· WITH THE LANDSCAPE ARCHITECT PRIOR TO MAKING SUCH CHANGES. OR. MODIFICATIONS. 
., (CONTACT: WlIHom Hutchinson, NMDOT landscope Architect, 505 B27 9862, for pre-seeding meetings and questions.) 

---;_ .. 

R!:VISIONS (OR cHANGE NOTICES) 

CITY OF RIO RANCHO 
NEW MEXICO 

PASEO DEL VOLCAN 
IRIS ROAD TO US 550 

REVEGETATION/EROSION CONTROL 

1-,-- ' 

• : ~:';n?J~~~~;, ~~ooo6~~~~/1;~~~/lJ~o;~OJ~!~~b"';UOI'/100:l/s.cllon 02/LJ1372!;C01.o"9 
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