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1. Pre-Construction Notification (PCN) for Dredge and Fill Activities in Lakes, 

Intermittent and Perennial Streams, and Special Aquatic Sites: Notification 
to the District Engineer in accordance with General Condition 32 is 
required for all proposed activities. 
 

a. The permittee shall include an attachment providing information on 
compliance with all General and Regional Conditions. In addition, 
the preconstruction notification shall include: 
 

i. A written statement describing how the activity has been 
designed to avoid and minimize adverse effects, both 
temporary and permanent, to waters of the United States 
(U.S.); and 

ii. Drawings, including plan and cross-section views, clearly 
depicting the location, size and dimensions of the proposed 
activity, as well as the location of delineated waters of the 
U.S. on the site. The drawings shall contain a title block, 
legend and scale, amount (in cubic yards) and area (in 
acres) of fill in Corps jurisdiction, including both permanent 
and temporary fills/structures. The ordinary high-water mark 
or, if tidal waters, the mean high-water mark and high tide 
line, should be shown (in feet), based on National Geodetic 
Vertical Datum (NGVD) or other appropriate referenced 
elevation. Unless specifically waived by a specific Corps 
District, all drawings shall follow the South Pacific Division 
February 2016, Updated Map and Drawing Standards for the 
South Pacific Division Regulatory Program, or most recent 
update (available on the South Pacific Division website: 
https://www.spd.usace.army.mil/Missions/Regulatory/Public
NoticesandReferences.aspx/). 

 
 

2. Timing and Dewatering:  Unless determined to be not practicable by the 
Corps, no dredged and/or fill material shall be discharged within standing 

https://www.spd.usace.army.mil/Missions/Regulatory/PublicNoticesandReferences.aspx/
https://www.spd.usace.army.mil/Missions/Regulatory/PublicNoticesandReferences.aspx/


or flowing waters. For perennial or intermittent drainages (e.g. natural or 
relocated streams, creeks, rivers), this may be accomplished through 
construction during periods of low flow (winter months) or during the dry 
season. 
 

a. When work is required to occur in flowing water, a dewatering plan 
is required to constitute a complete preconstruction notification. All 
dewatering structures and/or fills shall be removed within 30 days 
following completion of construction activities in waters of the U.S. 
For all dewatering activities that propose structures or fill in waters 
of the U.S. a dewatering plan must contain the following: 

 
i. Information on why it is not practicable to conduct 

construction activities during periods of low flow or during the 
dry season; 

ii. The proposed methods for dewatering; 
iii. The equipment that would be used to conduct the 

dewatering; 
iv. The length of time the area is proposed to be dewatered; 
v. The area (in acres) and length (in linear feet) and locations 

of all structure(s) and/or fill in waters of the U.S.;  
vi. The expected extent of temporary impacts to downstream 

waters;  
vii. The method for removal of the structures and/or fill;  
viii. The method for how the proposed work shall be conducted 

to allow safe fish and wildlife passage during construction; 
and 

ix. The method for restoration of the waters of the U.S. affected 
by the structure or fill following construction. 

 
 

3. Suitable Fill:  Use of broken concrete as fill or bank stabilization material is 
prohibited unless the applicant demonstrates that its use is the only 
practicable material (with respect to cost, existing technology, and 
logistics). Any applicant who wishes to use broken concrete as bank 
stabilization must provide justification for such use within their pre-
construction notification to the District Engineer. Use of broken concrete 
with rebar, used tires (loose or formed into bales), or car bodies is 
prohibited in all waters of the United States. 

 
 

4. Compliance:  The permittee shall allow Corps representatives to inspect 
the authorized activity and any avoidance, preservation and/or 
compensatory mitigation areas at any time deemed necessary to 
determine compliance with the terms and conditions of the NWP 
verification. The permittee will be notified by the Corps in advance of an 
inspection. 
 


